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[64 FR 67648, Dec. 2, 1999] 

APPENDIX B TO PART 1228—ALTER-
NATIVE CERTIFIED FIRE-SAFETY DE-
TECTION AND SUPPRESSION SYS-
TEM(S) 

1. General. This Appendix B contains infor-
mation on the Fire-safety Detection and 
Suppression System(s) tested by NARA 
through independent live fire testing that 
are certified to meet the requirement in 
§ 1228.230(s) for storage of Federal Records. 
Use of a system specified in this appendix is 
optional. A facility may choose to have an 
alternate fire-safety detection and suppres-
sion system approved under § 1228.242. 

2. Specifications for NARA facilities using 15 
foot high records storage. NARA fire-safety 
systems that incorporate all components 
specified in paragraphs 2.a. through o. of this 
appendix have been tested and certified to 
meet the requirements in § 1228.230(s) for an 
acceptable fire-safety detection and suppres-
sion system for storage of Federal records. 

a. The records storage height must not ex-
ceed the nominal 15 feet (±3 inches) records 
storage height. 

b. All records storage and adjoining areas 
must be protected by automatic wet-pipe 
sprinklers. Automatic sprinklers are speci-
fied herein because they provide the most ef-
fective fire protection for high piled storage 
of paper records on open type shelving. 

c. The sprinkler system must be rated at 
no higher than 285 degrees Fahrenheit uti-
lizing quick response (QR) fire sprinkler 
heads and designed by a licensed fire protec-
tion engineer to provide the specified density 
for the most remote 1,500 square feet of floor 
area at the most remote sprinkler head in 
accordance with NFPA 13 (1996), Standard for 
the Installation of Sprinkler Systems. For 
facilities with roofs rated at 15 minutes or 
greater, provide 1⁄2″ QR sprinklers rated at no 
higher than 285 degrees Fahrenheit designed 
to deliver a density of 0.30 gpm per square 
foot. For unrated roofs, provide 0.64″ QR 
‘‘large drop’’ sprinklers rated at no higher 
than 285 degrees Fahrenheit. For facilities 
using 7 or 8 shelf track files, use QR sprin-
klers rated at no higher than 285 degrees 
Fahrenheit. For new construction and re-
placement sprinklers, NARA recommends 
that the sprinklers be rated at 165 degrees 
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